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Ball Joint for a Device Used for Accelerating Jaw Growth 

Claims 

1 . A ball joint for a device for accelerating jaw growth having a ball-joint 
head (2) and a ball-joint socket (3) that are fastened to the ends of a spring bar and 
to retaining elements connected to the teeth of the upper jaw and/or lower jaw, 
wherein the ball-joint heads (2) and the ball-joint sockets (3) are separably 
connected to one another and to the spring bar and to the retaining elements. 

2. The ball joint of Claim 1 wherein the ball-joint socket (3) or the ball-joint 
head (2) has a screw (6), which can be screwed into an opening in a spring core of 
the spring bar. 

3. The ball joint of one of Claims 1 or 2 wherein the ball-joint socket (3) or 
the ball-joint head (2) has a groove (8) or bead, the groove (8) or bead being 
connectable to a jacket of the spring bar. 

4. The ball joint of one of Claims 1 to 3 wherein the ball-joint socket (3) or 
the ball-joint head (2) has a preferably cylindrical extension (4) to which the 
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screw 6 is connected, the extension having the groove (8) or bead. 


5. The ball joint of one of Claims 2 or 4 wherein the screw (6) has a head (7) 
that is inserted in the extension (4) in rotationally and axially fixed fashion. 

6. The ball joint of Claim 1 wherein a bar (5) is fastened to the ball-joint 
head (2) or the ball-joint socket (3), preferably at a right angle to its longitudinal 
axis, for the separable connection to the retaining element. 

7. The ball joint of Claim 1 wherein at least one tubular lug is attached to 
each of the retaining elements, the openings of which lug or lugs corresponds to 
the measure of the bar (5). 


8. The ball joint of one of Claims 1 or 6 wherein the bars (5) have a 
polygonal, preferably rectangular or square, cross section and the openings in the 
lugs are matched to this cross section. 


9. The ball joint of Claim 1 wherein there is, between ball-joint head (2) and 
ball-joint socket (3), a securing device that includes a securing slide (11) and a 
slot-like recess (9) matching it in the ball-joint socket (3). 

10. The ball joint of Claim 9 wherein the securing slide (1 1) is made in fork- 
like shape, the middle region (12) being matched to the spherical surface of the 
ball-joint head (2). 
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1 1 . The ball joint of one of Claims 9 or 1 0 wherein the fork ends (1 3) of the 
securing slide (11) reaches into two openings (10) made on the opposite side of 
the slot-like recess (9) in the ball-joint socket (3). 

12. The ball joint of one of Claims 1, 7 or 8 wherein the retaining elements are 
fashioned as brackets and have the lugs. 
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